


7TUDGLWLRQDO SURJUHVYV
SXPS PDLQWHQDQFH UHT
UHPRYDO IURP WKH SLSI
UHSODFH WKH SXPSpV UF
and connecting rod assembly,

strained by reduced maintenance
budgets and diminishing

in-house expertise.

129 ORQRUR V (=VWULSw
is designed to be “Maintained-
in-Place”, reducing maintenance
time from hours to minutes for
VLIJQLUFDQW WLPH DQG F

s Reduces the time and effort
UHTXLUHG IRU PDLQWH

s No electrical disconnection
IRU TXLFN DQG HDV\ UH
rotating parts

s Eliminates the need for
dismantling length

s SHTXLUHV RQO\ D ZUHQ
an allen key to maintain

1BUFOUFE TQMJU DP
UIF OFFE GPS EJTNH
EFMIWFSJOH TJHO(
DPTU TB

QMJOH FMJIJNJOBUFT
OUMJOH TQBDF
UDBOU UJNF BOE

WIOHT

USBJO BWBJMBCMF XJUI

1SF BTTENCMFE ESJWF
ZFBS XBHSBOUZ

%FUBDIBCMF GFFE DIBNCFS
BMMPXT GPS FBTZ NBJOUFOBODF
XJUIPVU EJTDPOOFDUJPO GSPN
UIF QJQF XPSL

4UBJOMFTT TUFFM DBTU DPNQPOFOUT
BOE GBTUFOFST QSPWJEF DPSSPTJPO
SFTJTUBODF NBLJOH UIFN TVJUBCMF
GPS B WBSJFUZ PG BQQMJDBUJPOT

Operational parameters
unaffected since design has no (=VWULSw SURYLGHV D TXLFN DQG HDV\ zZD\

HITHFW RQ URZ DQG SUHmgtxiugPC pump in place, reducing maintenance time by more
WKDQ IRU VLIJQLUFDQW FRVW VDYLQJV

S
~RX OO VDYH PRUH WKDQ
§ompared to a standard PC pump.

RYHU WKH

Suction and discharge ports
remain connected to the pipe
work
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Minimize spares consumption
due to easy de-rag and less dry
run occurrences
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Compatible with new pumps or
UHWURUWWHG LQWR H[LVViL $4,000
C and B-Range installations ®

Number of Years

YXOO\ VWRFNHG LQYHQWRU\ PHDQV
less downtime in day-to-day
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operations
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TLO $9RSOH@DCTBDRDOTI
maintenance time from
eight hours to thirty
minutes.

$ 9 R S'QreddOces
de-ragging time from four
hours to six minutes.
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